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Table Top Console


 

The DV-XXTC series Table Top Console, with natural-colour anodized aluminium face plate and black casing, is used to send paging / announcements to the individually selected zones or all the zones at one time, of a Public Address System. 

The switches are equipped with indicator that illuminates once activated for visual confirmation of switch activation. 

A CHIME switch is also provided for the convenience of chime tone activation preceding any paging / announcement.

Provision of a XLR socket allows the plug-in of an optional gooseneck type microphone used for paging / announcement.  
 Technical Specifications
	   Model 

Specifi-

cations
	DV-06TC
	DV-12TC
	DV-24TC
	DV-36TC
	DV-48TC

	No. of Zone
	6
	12
	24
	36
	48

	Mains Supply
	24VDC

	Current Consumption (mA)
	approx. 200
	approx. 250
	approx. 450
	approx. 650
	approx. 850

	Output D-Connector (Male)
	DB25
	DB50

	Dimension (mm)
	125 x 205
	205 x 250

	Weight (w/o Microphone)
	700g
	730g
	800g
	1400g
	1500g


	           Model 

Specifications
	PAGM-100

	Type
	Flexible Gooseneck

	Impedance
	600 Ohm

	Polar Pattern
	Cardioid Unidirectional

	Sensitivity
	-80dB ( 3dB

	Frequency
	150Hz  ~ 12K Hz

	Length
	44.5cm

	Colour
	Black

	Weight
	450g
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